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NLGA Window Stock – Lesson 8 

I. Clear Zone Utilization: 
a) For Factory and Shop lumber, including Window 

Stock. 
b) Valued for percentage of cuttings for windows and 

sash frames. 

II. NLGA Window Stock: 
a) Found in paragraphs 153 A to 153 F, pages 138-140. 
b) Grades based on quality and percentage of cuttings. 
c) Color-coded pink for reference. 

III. Grading Purpose: 
a) For cutting qualities. 
b) Supplied green or dry, rough, surfaced, or worked, vertical, flat, or mixed grain. 
c) Covers all species, mainly Hemlock. 
d) Typical size: 3 inches thick by 3½ inches wide. 

IV. Grades of Window Stock: 
a) Clear Window, "A" Window, B Window, C Window, Select Window. 

V. Grading Criteria: 
a) Based on the poorest face. 
b) Cuttings must be full-width and 36 

inches or longer. 
c) Measure to the nearest whole inch, 

up to the edges of knots. 
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VI. Cutting Allowances: 
a) Wane allowed on one corner, up to ½ inch. 
b) One slough knot per piece, up to ½ inch across and deep. 
c) Knots not permitted in cuttings. 
d) Disregard seasoning checks in green lumber. 

VII. Recovery Percentages: 
a) Clear Window: 100% usable. 
b) “A” Window: ≥ 90% recovery. 
c) B Window: 70-90% recovery. 
d) C Window: 50-70% recovery. 
e) Select Window: ≥ 70% recovery (paint grade). 
f) Pieces below 50% recovery are rejected. 

VIII. Example Calculations: 
a) Clear Window: 100% recovery, no irregularities. 
b) “A” Window: 90% recovery (108/120 lineal inches). 
c) B Window: 70% recovery (84/120 lineal inches). 
d) C Window: 60% recovery (72/120 lineal inches). 
e) Select Window: 70% recovery (84/120 lineal inches), 

includes pin knots. 
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